
Lathe -  cycle-controlled

GILDEMEISTER
NEF Plus 710
Stock no. :1006-52766

MACHINE-DATA

Machinetype  : Lathe -  cycle-controlled
Make  : GILDEMEISTER
Type  : NEF Plus 710
Year  : 1996
Control type  : NC
Control  : Manual Plus 3110 Heidenhain
Storage location  : Lager
Origin  : Deutschland
Delivery time  : on request
Quotation  : EXW
Price  : on request

TECHNICAL DATA

turning diameter over bed 710 mm
turning dia. over face-slide 420 mm
turning length 2000 mm
control Manual Plus 3110 Heidenhain
spindle bore 92 mm
main spindle speeds: 16 - 1800 U/min
cross movement 385 mm
spindle head DIN 55027 - Size 11
spindle diameter in front bearing 140 mm
power capacity at 100 % load 22,00 kW
feed x/z-axis 1 - 5000 mm/min
rapid traverse X-axis 6,00 m/min
rapid traverse Z-axis 8,00 m/min
tailstock quill taper MT 5
quill stroke 210 mm
diameter of quill 110 mm
total power requirement 40,00 kW
weight of the machine ca. 5,60 t
dimensions of the machine ca. 5,00 x 3,00 x H2,50 m

TECHNICAL DESCRIPTION

VIDEO-LINKS

Technical details and information subject to amendments and errors.
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WEB-LINK
http://mhp.logotech.de/hpm/v7/Datenblatt/datenblatt.php?machineno=1006-52766

Technical details and information subject to amendments and errors.

Amann Werkzeugmaschinen GmbH  Page: 2/3

Landshuter Straße 1 · 85716 Unterschleißheim  Fon: (0049) 89 317754 0 · info@amann-wzm.de · www.amann-wzm.de



Lathe -  cycle-controlled

GILDEMEISTER
NEF Plus 710
Stock no. :1006-52766

MACHINE PICTURES

Technical details and information subject to amendments and errors.
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